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Screen Mirroring

Control content shared with the
ZTouch, from up to 50 connected
devices, allowing 4 screens to
display at once. Share images,
video or audio to collaborate
easier, increasing participation.

Integrate & Install

The ZTouch is designed to integrate
directly with your existing system and
current software. Gain a true return
on investment, with services from
remote management fools, increased
security & network options.
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Natural Writing

With superior integrated technology,
the ZTouch provides a natural writing
experience with no lag. Pinch & pull
to zoom, erase with your palm and
switch seemlessly between finger,
pen & dual touch functionality.




Fully Customisable
Control the background
screen, location of favourite
icons/functions & more:

Expanded Connectivity
Dual USB connectivity
allows for multiple screens
with touch functionality.

Local Expert No Software
Team Subscription Fees

High 4K

High(Precision Toauch
Ultra accuratetouch

& stylus recoghition as
close as 2mm.

Superior Surface
Improved glass surface
for afluid & smooth
writing experience.

Comprehensive Powered by
Warranty Android

Anti-glare

Resolution Shadow Glass

Compatibility
Seamlessly works with

Windows, macOS &

Chrome systems.

FlexiblesWorkflow

Expanded funtionality
with an OPS slot for
PC-free connectivity.

Energy Integrated

Efficient

20-Point HDMI, VGA,

RS232 & USB



Product Code FCT-65-4K

FCT-75-4K FCT-86-4K

Physical Specifications

Dimensions W x H x D (mm)

Weight (kg) 42kg
VESA (mm) 600 x 400
Screen Type LED
Aspect Ratio 16:9
Resolution 4K Ultra HD
Backlight D-LED
Brightness (cd/m2) 400
Response Time 8ms
Audio 2x15W
Android v
Glass Anti Glare
Super Glide Surface v
Contrast Ratio 1200:1

Interactive System
Touch Points 20
Sensor Type High Precision IR
Minimum Obiject Size (mm) 1.6
Response Time (Touch) <10ms
Connectivity

USB 2.0 / 3.0 / Touch
HDMI 1.41In / 2.0in
DisplayPort in

VGA Input

HDMI Out

CVBS (requires a 3.5mm to 3x

phono socket, not included)
PC-Audio

VGA Output

LAN (R)45)

RS232

Android Module Slot
PC Module Slot

2/2/2

CLLLO XL C KK @

1506.3 x 901.3 x 96.1

1736.0 x 1034.5x 136.8 = 1991.6 x 1182.6 x 146.5

58kg 77kg

600 x 400 700 x 400
Power 150W
Power (in standby) <0.5W

Android Capabilities

Instant Updates

v
(OTA)
System Version Android 8.0
CPU RK3399 Dual-core ARM

Cortex A73 & Quad-core
ARM Cortex-A53

Android Resolution 1080p
GPU Mali-G51
RAM 4G
ROM 32GB
Wi-Fi Enabled v

Accessories
USB Camera Ability
Writing Pen / Stylus
VGA, Audio Cables
HDMI, USB Cables
Wall Mount

Wall Mount
Dimensions = - f

CL LA™K

Optional Extras

i7 PC Module (1541041)

Specification may change without notice. EXOE August 2021.



ZTOUCH DIMENSIONS
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Connectivity on all devices
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ZTouch Interactive Displays | sales@ztouch.com.au



